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(57) ABSTRACT

An exhaust gas analyzing apparatus provided a first filter
flow path with a first filter, a second filter flow path provided
with a second filter, an exhaust gas analyzing part for
analyzing exhaust gas passing through the first filter or the
second filter, a flow path switching mechanism for switching
between the first filter flow path and the second filter flow
path. A pulse purge mechanism is provided for supplying
purge gas to the filters, in the filter flow paths, in a pulsed
manner, and in the case where a pressure difference between
an upstream side and a downstream side of the filter pro-
vided in one filter flow path where the exhaust gas flows
becomes equal to or larger than a predetermined value, the
one filter flow path is switched to the other one, and purge
gas is supplied to the filter provided in the one filter flow
path in the pulsed manner.

4 Claims, 4 Drawing Sheets

V3

101

o

v4

102 T
2 V6 5 V5
. 103
{ =G
vz
42 102 )
Ve 7 V5

101



US 9,468,877 B2

Page 2
(56) References Cited Jp 06-146858 A 5/1994
Jp 2000-088718 3/2000
U.S. PATENT DOCUMENTS Ip 2002-250771 9/2002
Jp 2003-344244 12/2003
2010/0242443 Al 9/2010 Kodama et al. g 22086‘6'@5‘7‘47‘2 2%882
2013/0276628 Al* 10/2013 Chalabi et al. .........cccoevnnne 95/9 TP 2006-250738 9/2006
Jp 2007-248114 9/2007
FOREIGN PATENT DOCUMENTS 1P 2009-510448 A 3/2009
Jp 2009-138704 A 6/2009
CN 101171407 A 4/2008 p 2009-222660 10/2009
CN 101220982 A 7/2008 p 4513861 B2 7/2010
CN 101292077 A 10/2008 WO 2007-041274 A2 4/2007
CN 101439251 A 5/2009
CN 101788486 A 7/2010
CN 101896699 A 11/2010 OTHER PUBLICATIONS
CN 202614743 U 12/2012 _ _ _ _
GB WO2011124885 * 10/2011 Office Action dated Sep. 1, 2015 issued for Chinese patent appli-
Jp 62-126748 U 11/1987 cation No. 201310176762.2, 12 pgs.
Jp 64-079641 A 3/1989
Jp 01-144427 U 10/1989 * cited by examiner



U.S. Patent Oct. 18, 2016 Sheet 1 of 4 US 9,468,877 B2

—

(CONTROL EQUIPMENT)
GAS SUPPLY | _}—104(10)
CONTROL PART

91(9)—l_| swiTCHING
CONTROL PART

VALVE L
CONTROL PART | [~ 105(10)

o ()

6
9
\w V3
41
g sk
102 \ 101 3
2 V6 5 V5 \10 /
103
43 8% 4b/.
R I
42J 102 \ 101
V6 7 V5 \10
103

FIG.1



U.S. Patent Oct. 18, 2016 Sheet 2 of 4 US 9,468,877 B2

o ||

T 102 101 l 3
2
V6 V5 /
\10
103
8
| VSQ D\Z
42/ 102 \ 101
V6 7 V5
\10
103

FIG.2



U.S. Patent Oct. 18, 2016 Sheet 3 of 4 US 9,468,877 B2

o 6
\ V1 V3
41\ Dé
102—"] 101 3
2 l

FIG.3



US 9,468,877 B2

Sheet 4 of 4

Oct. 18, 2016

U.S. Patent

0l 394dNd

6 394dNd

8 39dNd

4 394dNnd

9 394dNnd

G 394dNnd

¥ 39dNd

€ 394dNd

¢ 394dNd

I 394Nd

FHNSVYIW HS Y314V

1S3l 1Hv1S

1
| IVILINI

B.00 fommmmmmmmfr e o]

10.00
8.00
4.00
2.00
0.00

[ed>] ¥31714 40 3AIS AVIHLSNMOQ
ANV 3dIS WVYIH1SdN N3dML3d
AONFHI441A FHNSSIAd

FIG.4



US 9,468,877 B2

1
EXHAUST GAS ANALYZING APPARATUS

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority to JP Application No.
2012-117042, filed on May 22, 2012, the disclosure of
which is incorporated in its entirety by reference herein.

TECHNICAL FIELD

The present invention relates to an exhaust gas analyzing
apparatus for analyzing exhaust gas discharged from internal
combustion engines of vehicles and the like or external
combustion engines of steam turbines and the like.

BACKGROUND ART

As described in Japanese Patent JPA 2006-153746, in a
conventional exhaust gas analyzing apparatus, an introduc-
tion path for introducing exhaust gas discharged from an
engine installed in a test chamber is equipped with a dust
filter for removing dusts and soot in the exhaust gas. The
dust filter is clogged with adhered dusts and soot and thus,
needs to be replaced periodically (for example, every eight
hours).

However, since the dust filter is often arranged in the test
chamber, a user need to enter the test chamber to replace the
dust filter. The test chamber is under high temperatures due
to activation of the engine of the vehicle or the like, and
moreover, the dust filter is arranged in the vicinity of the
engine or the exhaust pipe under high temperatures. Accord-
ingly, the user has to replace the dust filter in a high-
temperature environment and bear an enormous load. More-
over, the operation of replacing the dust filter is performed
in the vicinity of the engine or the exhaust pipe under high
temperatures, which is dangerous. The operation of replac-
ing the dust filter can be performed after the engine or the
exhaust pipe is cooled. In this case, however, it takes a long
time to start next measurement of the exhaust gas.

In recent years, continuous measurement (for example,
24-hour continuous measurement and 48-hour continuous
measurement) of the engine of the vehicles and the like has
been demanded. However, as described above, continuous
measurement needs to be stopped to replace the dust filter.
Therefore, it is difficult to make desired continuous mea-
surement.

SUMMARY OF INVENTION
Technical Problem

The present invention is conceived to solve all of the
above-mentioned problems, and its object is to substantially
eliminate an operation of replacing a filter by a user moving
to a place where the filter is installed, such as a test chamber
in which an engine is placed, thereby enabling continuous
measurement of exhaust gas discharged from the engine.

Solution to Problem

An exhaust gas analyzing apparatus for analyzing exhaust
gas according to the present invention includes a first filter
flow path provided with a first filter for passing the exhaust
gas therethrough and a first sensor for detecting clogging of
the first filter; a second filter flow path provided with a
second filter for passing the exhaust gas therethrough and a
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second sensor for detecting clogging of the second filter; an
exhaust gas analyzing part for analyzing the exhaust gas
passing through the first filter or the second filter; a flow path
switching mechanism for selectively passing the exhaust gas
to the first filter flow path or the second filter flow path; and
a pulse purge mechanism provided in each of the filter flow
paths, the mechanism supplying purge gas to each of the
filters in a pulsed manner, and in the case where an output
value of the sensor provided in one filter flow path, to which
the flow path switching mechanism passes the exhaust gas,
falls outside a predetermined range, the one filter flow path,
to which the flow path switching mechanism passes the
exhaust gas, is switched to the other filter flow path, and the
pulse purge mechanism supplies the purge gas to the filter
provided in the one filter flow path in a pulsed manner.

With such configuration, in the case where the output
value of the sensor falls outside the predetermined range due
to clogging of the filter provided in one filter flow path in
which the exhaust gas flows, the filter flow path in which the
exhaust gas flows is switched to the other filter flow path,
enabling continuous measurement of the exhaust gas. Fur-
ther, following switching to the other filter, the purge gas is
supplied in the pulsed manner to one filter that has clogging
and requires washing and therefore, the one filter can be
washed and recycled without being replaced. By sequen-
tially switching between the first filter and the second filter
in this manner, the need to suspend measurement for filter
replacement is eliminated, enabling continuous measure-
ment. Furthermore, since the pulse purge mechanism sup-
plies the purge gas in the pulsed manner, the high-pressure
gas can be efficiently supplied to the filter without increasing
a capacity of a compressor of the pulse purge mechanism.

Examples of the sensor (the first sensor, the second
sensor) provided in the filter flow path (the first filter flow
path, the second filter flow path) include (1) a pressure
sensor for detecting a pressure difference between the
upstream side and the downstream side of the filter, (2) a
pressure sensor for detecting the pressure of either an
upstream side or a downstream side of the filter, (3) a flow
rate sensor for detecting the flow rate in the filter, and (4) a
combination of the pressure sensor for detecting the pressure
of either the upstream side or the downstream side of the
filter and the flow rate sensor for detecting the flow rate in
the filter. At this time, the output value of the sensor falling
outside the predetermined range means that the pressure
difference acquired by the pressure sensor becomes equal to
or larger than a predetermined value in the case of (1), the
pressure on the upstream side of the filter, which is acquired
by the pressure sensor, becomes equal to or larger than a
predetermined value or the pressure on the downstream side
of the filter, which is acquired by the pressure sensor,
becomes equal to or smaller than the predetermined value in
the case of (2), the flow rate acquired by the flow rate sensor
becomes equal to or smaller than a predetermined value in
the case of (3), and the flow rate acquired by the flow rate
sensor becomes equal to or smaller than a predetermined
value with respect to the pressure acquired by the pressure
sensor in the case of (4).

In the case where the flow path switching mechanism
switches the flow path between the first filter flow path and
the second filter flow path, since the purge gas remains in the
filter as a destination, the exhaust gas is diluted with the
purge gas, and the concentration of components in the
exhaust gas measured by the exhaust gas analyzing part
temporarily lowers. For this reason, when the flow path is
automatically switched while focusing on variation in the
component concentration with time, the usability deterio-
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rates instead. To solve this problem, it is preferred that the
flow path switching mechanism can select the switching
timing from an automatic mode of automatically performing
switching in the case where the output value of the sensor
falls outside the predetermined range and a manual mode of
manually performing switching by the user. Since the auto-
matic mode or the manual mode can be selected, by select-
ing the manual mode when focusing on variation in the
component concentration with time, it is possible to prevent
the flow path from being automatically switched to tempo-
rarily lower the component concentration.

In the case where the one filter flow path is switched to the
other filter flow path, when the other filter as the switching
destination is under low temperatures, the measured com-
ponents in the exhaust gas are aggregated, exerting a nega-
tive effect on a measurement result. Thus, it is desired that,
before the flow path switching mechanism switches the filter
flow path in which the exhaust gas flows to the other filter
flow path, the filter provided in the other filter flow path is
heated in advance.

It is desired that, in the case where the pulse purge
mechanism supplies the purge gas in the pulsed manner, the
purge gas supplied in the pulsed manner heats the filter. By
supplying the purge gas to the heated filter, a filtrated
material adhered to the filter can be easily removed.

Advantageous Effects of Invention

According to the present invention thus configured, for
example, the operation of moving to a filter installation site
such as a test chamber in which the engine is installed and
replacing the filter is substantially eliminated, enabling
continuous measurement of the exhaust gas discharged from
the engine.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a diagram schematically showing a configura-
tion of an exhaust gas analyzing apparatus in the present
embodiment;

FIG. 2 is a diagram showing a state where the exhaust gas
flows in a first filter flow path;

FIG. 3 is a diagram showing a state immediately after
switching from the first filter flow path to a second filter flow
path; and

FIG. 4 is a diagram showing variation in the pressure
difference between an upstream side and a downstream side
of a filter, which is caused by pulsed purge.

DESCRIPTION OF EMBODIMENTS

An embodiment of an exhaust gas analyzing apparatus
according to the present invention will be described below
referring to figures.

An exhaust gas analyzing apparatus 1 in the present
embodiment is provided in a test chamber in which an
engine of a vehicle not shown to analyze exhaust gas
discharged from the engine. The exhaust gas analyzing
apparatus 1 exchanges various data including analysis data
and schedule data with a central manager in a measurement
chamber separated from the test chamber via, for example,
LAN.

Specifically, as shown in FIG. 1, the exhaust gas analyz-
ing apparatus 1 includes an introduction port 2 for introduc-
ing exhaust gas discharged from the engine, an exhaust gas
analyzing part 3 for analyzing the exhaust gas introduced
from the introduction port 2, and an introduction path 4 for
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connecting the introduction port 2 to the exhaust gas ana-
lyzing part 3 and guiding the exhaust gas introduced from
the introduction port 2 to the exhaust gas analyzing part 3.
The exhaust gas analyzing part includes a plurality of
different gas analyzers having different measurement prin-
ciples, thereby individually measuring components con-
tained in the exhaust gas, such as HC, NOx, CO, and CO2.

The introduction path 4 includes a first filter flow path 41
provided with a first filter 5 for passing exhaust gas there-
through and a first pressure sensor 6 for detecting a pressure
difference between an upstream side and a downstream side
of the first filter 5, and a second filter flow path 42 provided
with a second filter 7 for passing the exhaust gas there-
through and a second pressure sensor 8 for detecting a
pressure difference between an upstream side and a down-
stream side of the second filter 7. The first filter 5 and the
second filter 7 each are, for example, a filter made of a
fibrous material formed of glass wool, or a surface filtration
filter produced by winding a sheet body, into which a linear
body made of metal such as stainless steel is knitted, in a
cylindrical fashion. The surface filtration filter can be easily
washed, in the case where pulse purge mechanisms 10
described later supplies purge gas from the downstream side
in a pulsed manner.

The first filter flow path 41 and the second filter flow path
42 are provided between a branch point 4a of the introduc-
tion path 4 on the upstream side and a meeting point 45 of
the introduction path 4 on the downstream side in parallel
with each other. On a way to the exhaust gas analyzing part
3 in the introduction path 4, a hot hose for keeping the
temperature of the exhaust gas at about 130° C. and a flow
rate control part (for example, regulator) are attached.

The introduction path 4 is further provided with a flow
path switching mechanism 9 for selectively passing the
exhaust gas to the first filter flow path 41 or the second filter
flow path 42, and the pulse purge mechanisms 10 that are
provided in the respective filter flow paths 41, 42 and supply
the purge gas to the filters 5, 6 from the downstream side in
the pulsed manner. The pulse purge mechanisms 10 consti-
tute filter washing mechanisms for washing the filters 5, 6.

The flow path switching mechanism 9 has, as shown in
FIG. 1, a first upstream side on-off valve V1 provided on the
upstream side of the first filter 5 in the first filter flow path
41, a second upstream side on-off valve V2 provided on the
upstream side of the second filter 7 in the second filter flow
path 42, and a switching control part 91 for controlling the
first and second upstream side on-off valves V1, V2. The
first upstream side on-off valve V1 and the second upstream
side on-off valve V2 each are, for example, an electromag-
netic valve. The switching control part 91 controls open/
close of the first upstream side on-off valve V1 and the
second upstream side on-off valve V2 to “first upstream side
on-off valve V1: open, second upstream side on-off valve
V2: close” or “first upstream side on-off valve V1: close,
second upstream side on-off valve V2: open”, thereby selec-
tively passing the exhaust gas to either the first filter flow
path 41 or the second filter flow path 42. Specifically, the
switching control part 91 acquires pressure data from the
pressure sensors 6, 8 of the filter flow paths 41, 42 through
which the exhaust gas flows, compares a measurement value
(pressure difference) indicated by the pressure data with a
pre-input predetermined threshold, and in the case where the
measurement value is larger than the predetermined thresh-
old, controls the upstream side on-off valves V1, V2 to
switch between the filter flow paths 41, 42 through which the
exhaust gas flows. The predetermined threshold is a refer-
ence pressure difference for switching between the filter
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flow paths 41, 42 and specifically, is a pressure difference
indicating that the filters 5, 7 are clogged.

In the present embodiment, since the pulse purge mecha-
nisms 10 are provided as described later, first and second
downstream side on-off valves V3, V4 are also provided on
the downstream side of the first filter 5 and the downstream
side of the second filter 7, respectively. The first and second
downstream side on-off valves V3, V4 each are for example,
an electromagnetic valve. The switching control part 91 sets
the operation of the first downstream side on-off valve V3 to
be the same as the operation of the first upstream side on-off
valve V1, and the operation of the second downstream side
on-off valve V4 to be the same as the operation of the second
upstream side on-off valve V2. That is, the first filter flow
path 41 is tightly shut by closing the first upstream side
on-off valve V1 and the first downstream side on-off valve
V3. Similarly, the second filter flow path 42 is tightly shut
by closing the second upstream side on-off valve V2 and the
second downstream side on-off valve V4.

As shown in FIG. 1, the pulse purge mechanism 10
provided in each of the filter flow paths 41, 42 includes a
purge gas introduction path 101 connected to the down-
stream side of the filters 5, 7 in the filter flow paths 41, 42,
a purge gas lead-out path 102 connected to the upstream side
of the filters 5, 7, a purge gas supplying part 103 for
supplying the purge gas to the purge gas introduction path
101, and a gas supply control part 104 for controlling the
operation of the purge gas supplying part 103 to supply the
purge gas in the pulsed manner. The purge gas introduction
path 101 is connected to the upstream side of each of the first
and second downstream side on-off valves V3, V4 and is
provided with an on-off valve V5. The purge gas lead-out
path 102 is connected to the downstream side of the first and
second upstream side of each of on-off valves V1, V2, and
is provided with an on-off valve V6. The on-off valves V5,
V6 each are, for example, an electromagnetic valve, and is
controlled in opening/closing by a valve control part 105.
The purge gas supplying part 103 has a compressor for
compressing the purge gas into high-pressure gas.

In the case where the filters 5, 7 are washed, the valve
control part 105 opens the on-off valves V5, V6 provided in
the purge gas introduction paths 101 and the purge gas
lead-out paths 102, and the gas supply control part 104
controls the purge gas supplying parts 103, thereby supply-
ing the high-pressure purge gas from the downstream side of
the filters 5, 7, that is, in a direction reverse to the exhaust
gas flowing direction one or more times in the pulsed
manner. Supplying in the pulsed manner means that the
purge gas is supplied for a few seconds (for example, one
second). The number of times of such pulsed supply varies
depending on a type of the engine (type of the exhaust gas).
At this time, both of the upstream side on-off valve (V1 or
V2) and the downstream side on-off valve (V3 or V4) in the
filter flow path (41 or 42) supplying the purge gas are closed
to prevent the purge gas from flowing into the filter flow
path, through which the exhaust gas is flowing, and diluting
the exhaust gas. That is, for example, when the purge gas is
supplied to the first filter 5 in the first filter flow path 41, the
purge gas is not flown to the second filter flow path 42.

Control equipment including the switching control part 91
of the flow path switching mechanism 9, and the gas supply
control part 104 and the valve control part 105 of the pulse
purge mechanisms 10 may be configured to function as one
computer (including, for example, a CPU, a memory, an
input/output interface, an AD converter, and a display), or
function as a plurality of physically-separated computers.
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Next, the operation of the exhaust gas analyzing apparatus
1 thus configured will be described.

As shown in FIG. 2, in the case where the exhaust gas is
passed to the first filter flow path 41 and the exhaust gas
flowing in the first filter flow path 41 is analyzed by the
exhaust gas analyzing part 3, the first pressure sensor 6
detects the pressure difference between the upstream side
and the downstream side of the first filter 5, and the pressure
data is inputted into the switching control part 91 of the flow
path switching mechanism 9.

In the case where the pressure difference indicated by the
pressure data falls outside a predetermined range, that is,
becomes equal to or larger than a predetermined value, the
switching control part 91 of the flow path switching mecha-
nism 9 determines that the first filter 5 is clogged, closes the
first upstream side on-off valve V1 and the first downstream
side on-off valve V3, and opens the second upstream side
on-off valve V2 and the second downstream side on-off
valve V4. As a result, as shown in FIG. 3, the filter flow path
through which the exhaust gas flows is switched from the
first filter flow path 41 to the second filter flow path 42. It is
preferred that the first filter 5 and the second filter 7 each
includes a filter heating part (not shown), and before the
switching, the second filter 7 as a destination is heated to a
desired temperature (for example, 191° C.) in advance.

Following this switching, the valve control part 105 of
pulse purge mechanism 10 acquires a switching signal
representing the switching from the switching control part
91, and opens the on-off valve V5 in the purge gas intro-
duction path 101 and the on-off valve V6 in the purge gas
lead-out path 102, and the gas supply control part 104
controls the purge gas supplying part 103 to supply the purge
gas to the first filter 5 in the pulsed manner. In this manner,
the first filter 5 can be washed and recycled. FIG. 4 shows
relationship between the number of times of pulsed supply
and the pressure difference between the filter upstream side
and downstream side. In FIG. 4, the filter can be recovered
to the state at a start of measurement by supplying the purge
gas in the pulsed manner four times. In the present embodi-
ment, since the first filter 5 and the second filter 7 are heated
by the respective filter heating parts (not shown) at all times,
even when the pulse purge mechanism 10 supplies the purge
gas in the pulsed manner, the first filter 5 is heated. This
simplifies removal of a filtered material adhered to the first
filter 5. Further, since the first filter 5 and the second filter 7
are heated at all times, even in the case where the flow path
switching mechanism 9 irregularly switches between the
first filter 5 and the second filter 7, switching to the heated
filter is possible.

By repeating the above-mentioned operation, in the con-
tinuous measurement of the exhaust gas, “flowing of the
exhaust gas in the first filter flow path 417, “detection of
contamination of the first filter 57, “switching of the flow
path”, “flowing of the exhaust gas in the second filter flow
path 42 and pulsed purge of the first filter 57, “detection of
contamination of the second filter 77, “switching of the flow
path”, “flowing of the exhaust gas in the first filter flow path
41 and pulsed purge of the second filter 7” are sequentially
performed.

In the exhaust gas analyzing apparatus 1 thus configured
in the present embodiment, in the case where the pressure
difference between the upstream side and the downstream
side of the filter (first filter 5) provided in one filter flow path
(for example, the first filter flow path 41) through which the
exhaust gas flows becomes equal to or larger than the
predetermined value due to clogging or the like, the filter
flow path through which the exhaust gas flows is switched
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to the other filter flow path (second filter flow path 42),
enabling continuous measurement of the exhaust gas. After
switching to the other filter (second filter 7), the purge gas
is supplied in the pulsed manner to the one filter (first filter
5) that has clogging or the like and requires washing. Thus,
the one filter (first filter 5) can be washed and recycled
without being replaced. By sequentially switching between
the first filter 5 and the second filter 7 in this manner,
continuous measurement can be achieved without suspen-
sion due to filter replacement. Further, since the pulse purge
mechanism 10 supplies the purge gas in the pulsed manner,
the high-pressure gas can be efficiently supplied to the filters
5, 7 without increasing a capacity of the compressor 103 of
the pulse purge mechanism 10.

The present invention is not limited to the embodiment.
For example, in the embodiment, in the case where the
pressure difference acquired by the pressure sensor becomes
equal to or larger than the predetermined value, the flow path
switching mechanism automatically switches the filter flow
path through which the exhaust gas flows. However, it may
be configured that the user can select the automatic mode in
which the flow path is automatically switched or a manual
mode in which the user manually switches the flow path. In
this case, the control equipment may include a mode selec-
tion signal accepting part for accepting a mode selection
signal from the user, and the user may manipulate input
means of the control equipment to select the mode. Since the
automatic mode or the manual mode can be selected, by
selecting the manual mode when focusing on variation in the
component concentration or the like, it is possible to prevent
the flow path from being automatically switched to tempo-
rarily lower the component concentration. Even when the
manual mode is selected, in the case where the pressure
difference acquired by the pressure sensor becomes equal to
or larger than a predetermined value, for example, an alarm
may be displayed on a display to inform it to the user. Even
in the manual mode, this can prompt the user to switch the
filter.

In the embodiment, the pulsed purge of the filter by the
pulse purge mechanism is controlled based on the number of
times of pulsed supply. However, it may be controlled based
on time taken for the pulsed supply. Alternatively, when the
pressure difference between the upstream side and the
downstream side of the filter becomes equal to or smaller
than a predetermined value, pulsed purge of the filter may be
finished.

In the embodiment, in performing pulsed purge of the
filter, the filter is heated by use of the filter heating part.
However, the purge gas itself may be heated to high tem-
peratures (for example, 191° C.), and the high-temperature
purge gas may be supplied to the filter in the pulsed manner.
This can heat the filter under pulsed purge to promote
removal of the filtrated material. Moreover, the purge gas
can heat the filter as the destination.

In the embodiment, the first filter and the second filter are
heated at all times. However, the filters need not be heated
at all times. For example, the filter through which the
exhaust gas passes may be heated, the filter as the destina-
tion may be previously heated prior to switching, or the
purge gas supplied in the pulsed manner may heat the filter.

In addition, the sensor for detecting clogging of the filter
may be the pressure sensor for detecting the pressure dif-
ference between the upstream side and the downstream side
of the filter, a pressure sensor for detecting the pressure on
either the upstream side or the downstream side of the filter,
or a flow rate sensor for detecting the flow rate in the filter.
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Although the engine exhaust gas is analyzed in the
embodiment, the exhaust gas discharged from the external
combustion engine of a steam turbine and the like may be
analyzed.

The present invention is not limited to the embodiment,
and as a matter of course, may be variously modified without
deviating from its subject matter.

DESCRIPTION OF REFERENCE NUMERALS

1: Exhaust gas analyzing apparatus
2: Introduction port

3: Exhaust gas analyzing part

4: Introduction path

41: First filter flow path

42: Second filter flow path

5: First filter

6: First pressure sensor (first sensor)
7: Second filter

8: Second pressure sensor (second sensor)
9: Flow path switching mechanism
10: Pulse purge mechanism

What is claimed is:

1. An exhaust gas analyzing apparatus for analyzing

exhaust gas, the apparatus comprising:

a first filter flow path provided with a first filter for passing
the exhaust gas therethrough and a first sensor for
detecting clogging of the first filter;

a second filter flow path provided with a second filter for
passing the exhaust gas therethrough and a second
sensor for detecting clogging of the second filter;

an exhaust gas analyzing part for analyzing combustion
byproduct components contained in the exhaust gas
passing through the first or second filters;

a flow path switching mechanism for selectively passing
the exhaust gas to the first or second filter flow paths;

a pulse purge mechanism provided in each of the first and
second filter flow paths, the pulse purge mechanism for
supplying purge gas to each of the first and second
filters in a pulsed manner;

a first filter heating mechanism for heating the first filter;

a second filter heating mechanism for heating the second
filter; and

one or more computers programmed to execute
a switching control part, in the case where an output

value of one of the first and second sensors corre-
sponding to one of the first and second filter flow
paths through which the flow path switching mecha-
nism is passing the exhaust gas falls outside a
predetermined range, for causing the flow path
switching mechanism to stop passing the exhaust gas
through the one of the first and second filter flow
paths and to start passing the exhaust gas through the
other of the first and second filter flow paths,

a pulse purge control part, in the case where the flow
path switching mechanism stops passing the exhaust
gas through the one of the first and second filter flow
paths and starts passing the exhaust gas through the
other of the first and second filter flow paths, for
causing the pulse purge mechanism to supply the
purge gas to one of the first and second filters
corresponding to the one of the first and second filter
flow paths in a pulsed manner, and

a filter heater control part for causing a corresponding
one of the first and second filter heater mechanisms
to heat the other of the first and second filters at least
just before the switching mechanism stops passing
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the exhaust gas through the one of the first and
second filter flow paths and starts passing the exhaust
gas through the other of the first and second filter
flow paths.

2. The exhaust gas analyzing apparatus according to claim
1, wherein a temperature of the purge gas supplied to the one
of the first and second filters heats the one of the first and
second filters.

3. The exhaust gas analyzing apparatus according to claim
1, further comprising a mode selection signal accepting part
for accepting a mode selection signal for switching between
an automatic mode and a manual mode, wherein the auto-
matic mode is configured such that the switching control
part automatically determines a switching timing for the
flow path switching mechanism to switch between the first
and second filter flow paths in the case where the output
value of the one of the first and second sensors falls outside
the predetermined range and wherein the manual mode is
configured such that a user can manually determine the
switching timing.

4. An operational method of an exhaust gas analyzing
apparatus for analyzing exhaust gas, the apparatus including
a first filter flow path provided with a first filter for passing
the exhaust gas therethrough and a first sensor for detecting
clogging of the first filter, a second filter flow path provided
with a second filter for passing the exhaust gas therethrough
and a second sensor for detecting clogging of the second
filter, an exhaust gas analyzing part for analyzing combus-
tion byproduct components contained in the exhaust gas
passing through the first or second filters, a flow path
switching mechanism for selectively passing the exhaust gas
to the first or second filter flow paths, a pulse purge mecha-
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nism provided in each of the first and second filter flow
paths, the pulse purge mechanism for supplying purge gas to
each of the first and second filters in a pulsed manner, a first
filter heating mechanism for heating the first filter, and a
second filter heating mechanism for heating the second filter,
the operational method comprising:
in the case where an output value of one of the first and
second sensors corresponding to one of the first and
second filter flow paths through which the flow path
switching mechanism is passing the exhaust gas falls
outside a predetermined range, causing the flow path
switching mechanism to stop passing the exhaust gas
through the one of the first and second filter flow paths
and to start passing the exhaust gas through the other of
the first and second filter flow paths,
in the case where the flow path switching mechanism
stops passing the exhaust gas through the one of the
first and second filter flow paths and starts passing the
exhaust gas through the other of the first and second
filter flow paths, causing the pulse purge mechanism to
supply the purge gas to one of the first and second
filters corresponding to the one of the first and second
filter flow paths in a pulsed manner, and
causing a corresponding one of the first and second filter
heater mechanisms to heat the other of the first and
second filters at least just before the switching mecha-
nism stops passing the exhaust gas through the one of
the first and second filter flow paths and starts passing
the exhaust gas through the other of the first and second
filter flow paths.
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